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Federal Highway Administration, DOT § 637.207 

§ 637.205 Policy. 

(a) Quality assurance program. Each 
STD shall develop a quality assurance 
program which will assure that the ma-
terials and workmanship incorporated 
into each Federal-aid highway con-
struction project on the NHS are in 
conformity with the requirements of 
the approved plans and specifications, 
including approved changes. The pro-
gram must meet the criteria in § 637.207 
and be approved by the FHWA. 

(b) STD capabilities. The STD shall 
maintain an adequate, qualified staff 
to administer its quality assurance 
program. The State shall also maintain 
a central laboratory. The State’s cen-
tral laboratory shall meet the require-
ments in § 637.209(a)(2). 

(c) Independent assurance program. 
Independent assurance samples and 
tests or other procedures shall be per-
formed by qualified sampling and test-
ing personnel employed by the STD or 
its designated agent. 

(d) Verification sampling and testing. 
The verification sampling and testing 
are to be performed by qualified test-
ing personnel employed by the STD or 
its designated agent, excluding the 
contractor and vendor. 

(e) Random samples. All samples used 
for quality control and verification 
sampling and testing shall be random 
samples. 

§ 637.207 Quality assurance program. 
(a) Each STD’s quality assurance 

program shall provide for an accept-
ance program and an independent as-
surance (IA) program consisting of the 
following: 

(1) Acceptance program. 
(i) Each STD’s acceptance program 

shall consist of the following: 
(A) Frequency guide schedules for 

verification sampling and testing 
which will give general guidance to 
personnel responsible for the program 
and allow adaptation to specific 
project conditions and needs. 

(B) Identification of the specific loca-
tion in the construction or production 
operation at which verification sam-
pling and testing is to be accomplished. 

(C) Identification of the specific at-
tributes to be inspected which reflect 
the quality of the finished product. 

(ii) Quality control sampling and 
testing results may be used as part of 
the acceptance decision provided that: 

(A) The sampling and testing has 
been performed by qualified labora-
tories and qualified sampling and test-
ing personnel. 

(B) The quality of the material has 
been validated by the verification sam-
pling and testing. The verification test-
ing shall be performed on samples that 
are taken independently of the quality 
control samples. 

(C) The quality control sampling and 
testing is evaluated by an IA program. 

(iii) If the results from the quality 
control sampling and testing are used 
in the acceptance program, the STD 
shall establish a dispute resolution sys-
tem. The dispute resolution system 
shall address the resolution of discrep-
ancies occurring between the 
verification sampling and testing and 
the quality control sampling and test-
ing. The dispute resolution system may 
be administered entirely within the 
STD. 

(iv) In the case of a design-build 
project on the National Highway Sys-
tem, warranties may be used where ap-
propriate. See 23 CFR 635.413(e) for spe-
cific requirements. 

(2) The IA program shall evaluate the 
qualified sampling and testing per-
sonnel and the testing equipment. The 
program shall cover sampling proce-
dures, testing procedures, and testing 
equipment. Each IA program shall in-
clude a schedule of frequency for IA 
evaluation. The schedule may be estab-
lished based on either a project basis or 
a system basis. The frequency can be 
based on either a unit of production or 
on a unit of time. 

(i) The testing equipment shall be 
evaluated by using one or more of the 
following: Calibration checks, split 
samples, or proficiency samples. 

(ii) Testing personnel shall be evalu-
ated by observations and split samples 
or proficiency samples. 

(iii) A prompt comparison and docu-
mentation shall be made of test results 
obtained by the tester being evaluated 
and the IA tester. The STD shall de-
velop guidelines including tolerance 
limits for the comparison of test re-
sults. 
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